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’SOD’ – Special outer diameter.
Indicates pipe sections are made to special 
outer diameter to ensure fit of second layer 
and/or to ensure that total thickness of 
double layer is correct.

1st layer
Inner dia + thickness + outer dia

2nd layer
Inner dia + thickness + outer dia

Inner 
diameter

Insulation thickness

130 140 150 160

219 219-50-323 + 219-70-367SOD + 219-50-323 + 219-90-401 +
324-80-479 371-70-505 324-100-518 406-70-544

230 230-60-349 + 230-70-367 SOD + 230-70-367SOD + 230-70-367SOD +
356-70-492 371-70-505 371-80-531 371-90-544SOD

240 240-70-366SOD + 240-70-366SOD + 240-80-401 + 240-80-401 +
371-60-505 371-70-518SOD 406-70-544 406-80-557SOD

245 245-60-366SOD + 245-60-366SOD + 245-80-401 + 245-80-401 +
71-70-505 371-80-531 406-70-544 406-80-570

259 259-70-401 + 259-70-401 + 259-70-401 + 259-70-401 +
406-60-518SOD 406-70-544 406-80-557SOD 406-90-583

273 273-70-421SOD + 273-70-421SOD + 273-70-421SOD + 273-90-453 +
426-60-531SOD 426-70-557SOD 426-80-570SOD 457-70-596

289 289-60-401SOD + 289-80-453 + 289-80-453 + 289-80-453 +
406-70-544 457-60-570SOD 457-70-583SOD 457-80-609SOD

295 295-60-420SOD + 295-80-453OD + 295-80-453 + 295-80-453 + 
426-70-557SOD  457-60-570SOD 457-70-596  457-80-609SOD

305 305-70-450SOD + 305-70-450SOD + 305-80-472SOD + 305-80-472SOD + 
457-60-570SOD  457-70-583SOD 479-70-609SOD 479-80-622SOD

324 324-80-479 + 324-80-479 + 324-80-479 + 324-80-479 +
479-50-583 479-60-609SOD 479-70-622 479-80-648SOD

356 356-60-472SOD + 356-90-531 + 356-60-472SOD + 356-90-531 +
479-70-622  533-50-635 479-90-661 533-70-674

371 371-70-505 + 371-70-505 + 371-70-505 + 371-80-531 +
508-60-635SOD 508-70-648 508-80-674  533-80-687

406 406-60-531 + 406-60-531 + 406-70-552SOD + 406-100-609 +
533-70-661 533-80-687 558-80-700SOD  612-60-726

426 426-60-552SOD + 426-60-552SOD + 426-90-609 + 426-90-609 +
558-70-687SOD 558-80-700SOD 612-60-726 612-70-752

457 457-70-606SOD + 457-50-557 + 457-80-622 + 457-80-622 +
 612-60-713SOD  558-90-739  630-70-752SOD 630-80-778SOD

479 479-70-622 + 479-70-622 + 479-80-625SOD + 479-80-625SOD +
630-60-739SOD 630-70-765 630-70-778SOD 630-80-804SOD

490 490-60-609 + 490-70-625SOD + 490-70-625SOD + 490-70-625SOD +
612-70-752 630-70-765 630-80-791 630-90-804

508 508-60-622 + 508-60-622 + 508-60-622 + 508-100-713 +
 630-70-765  630-80-791 630-90-804 714-60-830

533 533-50-625SOD + 533-90-708SOD + 533-90-708SOD + 533-90-708SOD +
630-80-791 714-50-817  714-60-830 714-70-856

558 558-80-708SOD + 558-80-708SOD + 558-80-708SOD + 558-80-708SOD +
714-50-817  714-60-843SOD  714-70-856  714-80-882SOD

612 612-50-708SOD + 612-90-805SOD + 612-70-757SOD + 612-100-805SOD +
714-80-869  813-50-895SOD 762-80-908SOD 813-60-934   

630 630-60-752 + 630-60-752 + 630-90-804 + 630-90-804 +
762-70-895SOD 762-80-908SOD 813-60-934 813-70-947

714 714-50-810 + 714-50-810 + 714-100-908 + 714-100-908 + 
813-80-973  813-90-999  914-50-1012  914-60-1038

762 762-70-908 + 762-70-908 + 762-70-908 + 762-70-908 +
914-60-1025SOD 914-70-1038SOD 914-80-1064SOD 914-90-1077SOD

813 813-50-908 + 813-50-908 + 813-50-908 + 813-50-908 +
914-80-1077 914-90-1090 914-100-1116  914-110-1129SOD

914

How to read the tables
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Insulation thickness

60 70 80 90 100 110 120 130

12 12-30-72 + 
76-30-141

12-30-72 + 
76-40-154

12-30-72 + 
76-50-180 

12-60-128 + 
133-30-193

12-60-128 + 
133-40-219

12-60-128 + 
133-50-232

12-60-128 + 
133-60-258

12-60-128 + 
133-70-271

15 15-30-72 + 
76-30-141

15-30-72 + 
76-40-154

15-30-72 + 
76-50-180 

15-30-72 + 
76-60-193 

15-30-72 + 
76-70-219 

15-70-154 + 
156-40-232

15-70-154 + 
156-50-258

15-70-154 + 
156-60-271

18 one layer one layer 18-40-102 + 
102-40-180

18-40-102 + 
102-50-206 

18-40-102 + 
102-60-219 

18-40-102 + 
102-70-245

18-70-154 + 
156-50-258

18-70-154 + 
156-60-271

22 one layer one layer 22-40-102 + 
102-40-180

22-50-128 + 
133-40-219

22-50-128 + 
133-50-232

22-50-128 + 
133-60-258

22-70-167 + 
168-50-271

22-70-167 + 
168-60-284

28 one layer one layer 28-40-102 + 
102-40-180

28-50-128 + 
133-40-219

28-50-128 + 
133-50-232

28-50-128 + 
133-60-258

28-50-128 + 
133-60-258

28-70-154 + 
159-60-284

35 one layer one layer 35-40-115 + 
127-40-206

35-40-115 + 
127-50-232

35-40-115 + 
127-60-245

35-60-154 + 
159-50-258

35-60-154 + 
159-60-284

35-60-154 + 
159-70-297

42 one layer one layer 42-40-128 + 
133-40-219

42-40-128 + 
133-50-232

42-60-167 + 
168-40-245

42-60-167 + 
168-50-271

42-60-167 + 
168-60-284

42-60-167 + 
168-70-310

48 one layer one layer 48-50-154 + 
156-30-219

48-50-154 + 
156-40-232

48-60-167 + 
168-40-245

48-60-167 + 
168-50-271

48-60-167 + 
168-60-284

48-60-167 + 
168-70-310

54 one layer one layer 54-50-154 + 
156-30-219

54-50-154 + 
156-40-232

54-60-167 + 
168-40-245

54-60-167 + 
168-50-271

54-70-193 + 
194-50-297

54-70-193 + 
194-60-310

57 one layer one layer 57-50-154 + 
156-30-219

57-50-154 + 
156-40-232

57-50-154 + 
156-50-258

57-50-154 + 
156-60-271

57-50-154 + 
156-70-297

57-70-193 + 
194-60-310

60 one layer one layer 60-50-154 + 
156-30-219

60-50-154 + 
156-40-232

60-50-154 + 
156-50-258

60-50-154 + 
156-60-271

60-70-206 + 
208-50-310

60-70-206 + 
208-60-323

64 one layer one layer 64-50-167 + 
168-30-232

64-50-167 + 
168-40-245

64-50-167 + 
168-50-271

64-50-167 + 
168-60-284

64-70-206 + 
208-50-310

64-70-206 + 
208-60-323

70 one layer one layer 70-40-154 + 
156-40-232

70-50-167 + 
168-40-245

70-50-167 + 
168-50-271

70-50-167 + 
168-60-284

70-60-193 + 
194-60-310

70-60-193 + 
194-70-336

76 one layer one layer 76-40-154 + 
156-40-232

76-40-154 + 
156-50-258

76-60-193 + 
194-40-271

76-60-193 + 
194-50-297

76-60-193 + 
194-60-310

76-60-193 + 
194-70-336

89 one layer one layer 89-40-167 + 
168-40-245

89-40-167 + 
168-50-271

89-50-193 + 
194-50-297

89-50-193 + 
194-60-310

89-60-206 + 
208-60-323

89-60-206 + 
208-70-349

102 one layer one layer 102-50-206 + 
208-30-271

102-50-206 + 
208-40-284

102-50-206 + 
208-50-310

102-50-206 + 
208-60-323

102-60-219 + 
219-60-336

102-60-219 + 
219-70-362

108 one layer one layer 108-40-193 + 
194-40-271

108-50-206 + 
208-40-284 

108-50-206 + 
208-50-310

108-50-206 + 
208-60-323

108-70-245 + 
245-50-349

108-70-245 + 
245-60-362

114 one layer one layer 114-40-193 + 
194-40-271

114-50-219 + 
219-40-297

114-50-219 + 
219-50-323

114-50-219 + 
219-60-336

114-60-232 + 
240-60-362

114-60-232 + 
240-70-375

127 one layer one layer 127-40-206 + 
208-40-284

127-40-206 + 
208-50-310

127-60-245 + 
245-40-323

127-60-245 + 
245-50-349

127-60-245 + 
245-60-362

127-70-271 + 
273-60-388

133 one layer one layer 133-40-219 + 
219-40-297

133-40-219 + 
219-50-323

133-60-258 + 
259-40-336

133-60-258 + 
259-50-362

133-60-258 + 
259-60-375

133-70-271 + 
273-60-388

140 one layer one layer 140-40-219 + 
219-40-297

140-50-245 + 
245-40-323

140-60-258 + 
259-40-336

140-60-258 + 
259-50-362

140-60-258 + 
259-60-375

140-70-284 + 
289-60-414

156 one layer one layer 156-50-258 + 
259-30-323

156-50-258 + 
259-40-336

156-50-258 + 
259-50-362

156-50-258 + 
259-60-375

156-60-271 + 
273-60-388

156-70-297 + 
305-60-427

159 one layer one layer 159-50-258 + 
259-30-323

159-50-258 + 
259-40-336

159-50-258 + 
259-50-362

159-50-258 + 
259-60-375

159-60-284 + 
289-60-414

159-70-297 + 
305-60-427

168 one layer one layer 168-40-245 + 
245-40-323

168-50-271 + 
273-40-349

168-50-271 + 
273-50-375

168-60-284 + 
289-50-388

168-60-284 + 
289-60-414

168-60-284 + 
289-70-427

194 one layer one layer 194-40-271 + 
273-40-349

194-40-271 + 
273-50-375

194-40-271 + 
273-60-388

194-50-297 + 
305-60-427

194-50-297 + 
305-70-440

194-50-297 + 
305-80-466

208 one layer one layer 208-40-284 + 
289-40-375

208-40-284 + 
289-50-388

208-40-284 + 
289-60-414

208-60-323 + 
324-50-427

208-60-323 + 
324-60-440

208-60-323 + 
324-70-466

Standard Double Layer solutions with two separate products
Insulation thickness 60–130 mm
Pipe sections for Double Layers should be provided as 2 separate products.
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Standard Double Layer solutions with two separate products
Insulation thickness 140–200 mm

Insulation thickness

140 150 160 170 180 190 200

12 12-60-128 + 
133-80-297

15 15-70-154 + 
156-70-297

18 18-70-154 + 
159-70-297

18-70-154 + 
159-80-323

18-70-154 + 
159-90-336

22 22-70-167 + 
168-70-310

22-70-167 + 
168-80-323

22-70-167 + 
168-90-349

22-70-167 + 
168-100-362

22-70-167 + 
168-110-388

28 28-70-167 + 
168-70-310

28-80-193 + 
194-70-336

28-80-193 + 
194-80-349

28-80-193 + 
194-90-375

28-80-193 + 
194-100-388

35 35-80-193 + 
194-60-310

35-80-193 + 
194-70-336

35-80-193 + 
194-80-349

35-80-193 + 
194-90-375

35-80-193 + 
194-100-388

35-80-193 + 
194-110-414

35-80-193 + 
194-120-440

42 42-80-206 + 
208-60-323

42-80-206 + 
208-70-349

42-80-206 + 
208-80-362

42-80-206 + 
208-90-388

42-80-206 + 
208-100-414

42-80-206 + 
208-110-427

42-80-206 + 
208-120-453

48 48-80-206 + 
208-60-323

48-80-206 + 
208-70-349

48-80-206 + 
208-80-362

48-80-206 + 
208-90-388

48-80-206 + 
208-100-414

48-80-206 + 
208-110-427

48-80-206 + 
208-120-453

54 54-80-219 + 
219-60-336

54-80-219 + 
219-70-362

54-80-219 + 
219-80-375

54-80-219 + 
219-90-401

54-80-219 + 
219-100-414

54-80-219 + 
219-110-440

54-80-219 + 
219-120-453

57 57-70-193 + 
194-70-336

57-80-219 + 
219-70-362

57-80-219 + 
219-80-375

57-80-219 + 
219-90-401

57-80-219 + 
219-100-414

57-80-219 + 
219-110-440

57-80-219 + 
219-120-453

60 60-80-219 + 
219-60-336

60-80-219 + 
219-70-362

60-80-219 + 
219-80-375

60-90-245 + 
245-80-401

60-90-245 + 
245-90-427

60-90-245 + 
245-100-440

60-90-245 + 
245-110-466

64 64-80-219 + 
219-60-336

64-80-219 + 
219-70-362

64-80-219 + 
219-80-375

64-90-245 + 
245-80-401

64-90-245 + 
245-90-427

64-90-245 + 
245-100-440

64-90-245 + 
245-110-466

70 70-70-206 + 
208-70-349

70-70-206 + 
208-80-362

70-90-245 + 
245-70-388

70-90-245 + 
245-80-401

70-90-245 + 
245-90-427

70-100-271 + 
273-90-453

70-100-271 + 
273-100-479

76 76-80-232 + 
240-60-362

76-80-232 + 
240-70-375

76-80-232 + 
240-80-401

76-90-258 + 
259-80-414

76-90-258 + 
259-90-440

76-100-271 + 
273-90-453

76-100-271 + 
273-100-479

89 89-80-245 + 
245-60-362

89-80-245 + 
245-70-388

89-80-245 + 
245-80-401

89-90-271 + 
273-80-427

89-90-271 + 
273-90-453

89-100-284 + 
289-90-466

89-100-284 + 
289-100-492

102 102-70-245 + 
245-70-388

102-70-245 + 
245-80-401

102-80-258 + 
259-80-414

102-90-284 + 
289-80-453

102-90-284 + 
289-90-466

102-100-297 + 
305-90-479

102-100-297 + 
305-100-505

108 108-80-271 + 
273-60-388

108-80-271 + 
273-70-414

108-80-271 + 
273-80-427

108-90-284 + 
289-80-453

108-90-284 + 
289-90-466

108-90-284 + 
289-100-492

108-90-284 + 
289-110-505

114 114-80-271 + 
273-60-271

114-80-271 + 
273-70-414

114-80-271 + 
273-80-427

114-90-297 + 
305-80-466

114-90-297 + 
305-90-479

114-90-297 + 
305-100-505

114-90-297 + 
305-110-531

127 127-70-271 + 
273-70-414

127-80-284 + 
289-70-427

127-80-284 + 
289-80-453

127-80-284 + 
289-90-466

127-80-284 + 
289-100-492

127-80-284 + 
289-110-531

127-100-323 + 
324-100-518

133 133-70-271 + 
273-70-414

133-80-297 + 
305-70-440

133-80-297 + 
305-80-466

133-80-297 + 
305-90-479

133-80-297 + 
305-100-505

133-80-297 + 
305-110-531

133-80-297 + 
305-120-544

140 140-70-284 + 
289-70-427 

140-80-297 + 
305-70-440

140-80-297 + 
305-80-466

140-80-297 + 
305-90-479

140-80-297 + 
305-100-505

140-80-297 + 
305-110-531

140-80-297 + 
305-120-544

156 156-70-297 + 
305-70-440

156-70-297 + 
305-80-466

156-70-297 + 
305-90-479

156-70-297 + 
305-100-505

156-70-297 + 
305-110-531

156-120-401 + 
406-70-544

156-120-401 + 
406-80-570

159 159-70-297 + 
305-70-440

159-70-297 + 
305-80-466

159-70-297 + 
305-90-479

159-70-297 + 
305-100-505

159-70-297 + 
305-110-531

159-120-401 + 
406-70-544

159-120-401 + 
406-80-570

168 168-80-323 + 
324-60-440

168-80-323 + 
324-70-466

168-80-323 + 
324-80-479

168-80-323 + 
324-90-505

168-100-362 + 
371-80-531

168-100-362 + 
371-90-557

168-100-362 + 
371-100-570

194 194-80-349 + 
356-60-479

194-80-349 + 
356-70-492

194-80-349 + 
356-80-518

194-80-349 + 
356-90-531

194-80-349 + 
356-100-557

194-80-349 + 
356-110-570

194-80-349 + 
356-120-596

208 208-70-349 + 
356-70-492

208-70-349 + 
356-80-518

208-80-362 + 
371-80-531

208-80-362 + 
371-90-557

208-80-362 + 
371-100-570

208-80-362 + 
371-110-596

208-80-362 + 
371-120-609

Pipe sections for Double Layers should be provided as 2 separate products.



MULTI-LAYER PIPE SECTION SOLUTIONS

5

Inner 
diameter

Insulation thickness

80 90 100 110 120

219 219-40-297 + 219-50-323 + 219-50-323 + 219-50-323 + 219-50-323 +
305-40-375SOD 324-40-401 324-50-414SOD 324-60-440 324-70-453SOD

230 230-40-303SOD + 230-40-320SOD + 230-40-320SOD + 230-60-349 + 230-60-349 +
305-40-388 324-50-414SOD 324-60-427SOD 356-50-453 356-60-466SOD

240  324-40-401 240-40-323 + 240-40-323 + 240-60-366SOD + 240-60-366SOD +
324-40-401 324-50-414SOD 324-60-440 371-50-466SOD 371-60-479SOD

245 245-40-323 + 245-40-323 + 245-40-323 + 245-60-366SOD + 245-60-366SOD +
324-40-401 324-50-427 324-60-440 371-50-466SOD 371-60-479SOD

259 259-30-323 + 259-40-320SOD + 259-50-367SOD + 259-50-366SOD + 259-70-401 +
324-50-414SOD 324-50-440SOD 371-50-453SOD 371-60-479SOD  406-50-505

273 273-40-349 + 273-40-349 + 273-50-367SOD + 273-60-401SOD + 273-60-401SOD +
359-40-427SOD 356-50-453 371-50-479SOD 406-50-492SOD  406-60-518SOD

289 289-40-366SOD + 289-50-402SOD + 289-60-401SOD + 289-60-401SOD +
371-50-466SOD 406-50-492SOD 406-50-505  406-60-531

295 295-40-366SOD + 295-50-401 + 295-50-401 + 295-50-401 +
371-50-379SO 406-50-492SOD 406-60-518SOD 406-70-531SOD

305 305-40-366SOD + 305-50-401 + 305-50-401 + 305-50-401 +
371-50-479SOD 406-50-505 406-60-531 406-70-544

324 324-40-401 + 324-40-401 + 324-40-401 + 324-50-425 SOD +  324-50-422SOD +
406-40-479SOD 406-50-505 406-60-518SOD 426-60-544 426-70-570

356 356-50-453 + 356-60-479 + 356-60-479 +
457-50-557 479-50-570SOD 479-60-596

371 371-50-452SOD + 371-50-451SOD + 371-70-505 +
457-50-570SOD 457-60-596SOD 508-50-609

406 406-50-505 + 406-50-505 + 406-60-531 +
508-50-609  508-60-622  533-60-648

426 426-50-531 + 426-60-553SOD + 426-60-553SOD +
533-50-622SOD  558-50-648SOD 558-60-661SOD

457 457-50-552SOD + 457-50-553SOD + 457-50-553SOD + 
533-50-661SOD 558-60-674  558-70-700

479 479-60-606SOD + 479-70-622 + 
612-50-700SOD 630-50-713SOD

490 490-50-609SOD + 490-60-609 + 490-60-609 +
612-50-687SOD 612-50-713 612-60-726

508 508-50-609 + 508-60-622 + 508-60-622 +
612-50-713 630-50-726 630-60-752

533 533-50-625SOD + 533-50-625SOD + 533-50-625SOD + 
 630-50-739SOD 630-60-752 630-70-778SOD

558 558-70-708SOD +
714-50-804SOD

612 612-50-708SOD + 612-50-708SOD + 612-50-713 +
714-50-817 714-60-830 714-70-856

630 630-50-710SOD + 630-60-752 + 630-60-752 +
714-50-817 762-50-856 762-60-869SOD

714 714-50-810SOD 714-50-810SOD + 714-50-810 +
 813-50-908 813-60-934 813-70-960SOD

762 762-70-908 + 
914-50-999SOD

813 813-50-908 + 813-50-908 + 813-50-908 +
914-50-1012 914-60-1038 914-70-1051

914

Standard Double Layer solutions supplied as one double layer (DL) Product
Insulation thickness 80–120 mm
DL – Each 1.2 m package contains inner and outer layser ’’nested’’ inside each other.
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Inner 
diameter

Insulation thickness

130 140 150 160

219 219-50-323 + 219-70-367SOD + 219-50-323 + 219-90-401 +
324-80-479 371-70-505 324-100-518 406-70-544

230 230-60-349 + 230-70-367 SOD + 230-70-367SOD + 230-70-367SOD +
356-70-492 371-70-505 371-80-531 371-90-544SOD

240 240-70-366SOD + 240-70-366SOD + 240-80-401 + 240-80-401 +
371-60-505 371-70-518SOD 406-70-544 406-80-557SOD

245 245-60-366SOD + 245-60-366SOD + 245-80-401 + 245-80-401 +
71-70-505 371-80-531 406-70-544 406-80-570

259 259-70-401 + 259-70-401 + 259-70-401 + 259-70-401 +
406-60-518SOD 406-70-544 406-80-557SOD 406-90-583

273 273-70-421SOD + 273-70-421SOD + 273-70-421SOD + 273-90-453 +
426-60-531SOD 426-70-557SOD 426-80-570SOD 457-70-596

289 289-60-401SOD + 289-80-453 + 289-80-453 + 289-80-453 +
406-70-544 457-60-570SOD 457-70-583SOD 457-80-609SOD

295 295-60-420SOD + 295-80-453OD + 295-80-453 + 295-80-453 + 
426-70-557SOD  457-60-570SOD 457-70-596  457-80-609SOD

305 305-70-450SOD + 305-70-450SOD + 305-80-472SOD + 305-80-472SOD + 
457-60-570SOD  457-70-583SOD 479-70-609SOD 479-80-622SOD

324 324-80-479 + 324-80-479 + 324-80-479 + 324-80-479 +
479-50-583 479-60-609SOD 479-70-622 479-80-648SOD

356 356-60-472SOD + 356-90-531 + 356-60-472SOD + 356-90-531 +
479-70-622  533-50-635 479-90-661 533-70-674

371 371-70-505 + 371-70-505 + 371-70-505 + 371-80-531 +
508-60-635SOD 508-70-648 508-80-674  533-80-687

406 406-60-531 + 406-60-531 + 406-70-552SOD + 406-100-609 +
533-70-661 533-80-687 558-80-700SOD  612-60-726

426 426-60-552SOD + 426-60-552SOD + 426-90-609 + 426-90-609 +
558-70-687SOD 558-80-700SOD 612-60-726 612-70-752

457 457-70-606SOD + 457-50-557 + 457-80-622 + 457-80-622 +
 612-60-713SOD  558-90-739  630-70-752SOD 630-80-778SOD

479 479-70-622 + 479-70-622 + 479-80-625SOD + 479-80-625SOD +
630-60-739SOD 630-70-765 630-70-778SOD 630-80-804SOD

490 490-60-609 + 490-70-625SOD + 490-70-625SOD + 490-70-625SOD +
612-70-752 630-70-765 630-80-791 630-90-804

508 508-60-622 + 508-60-622 + 508-60-622 + 508-100-713 +
 630-70-765  630-80-791 630-90-804 714-60-830

533 533-50-625SOD + 533-90-708SOD + 533-90-708SOD + 533-90-708SOD +
630-80-791 714-50-817  714-60-830 714-70-856

558 558-80-708SOD + 558-80-708SOD + 558-80-708SOD + 558-80-708SOD +
714-50-817  714-60-843SOD  714-70-856  714-80-882SOD

612 612-50-708SOD + 612-90-805SOD + 612-70-757SOD + 612-100-805SOD +
714-80-869  813-50-895SOD 762-80-908SOD 813-60-934   

630 630-60-752 + 630-60-752 + 630-90-804 + 630-90-804 +
762-70-895SOD 762-80-908SOD 813-60-934 813-70-947

714 714-50-810 + 714-50-810 + 714-100-908 + 714-100-908 + 
813-80-973  813-90-999  914-50-1012  914-60-1038

762 762-70-908 + 762-70-908 + 762-70-908 + 762-70-908 +
914-60-1025SOD 914-70-1038SOD 914-80-1064SOD 914-90-1077SOD

813 813-50-908 + 813-50-908 + 813-50-908 + 813-50-908 +
914-80-1077 914-90-1090 914-100-1116  914-110-1129SOD

914

Standard Double Layer solutions supplied as one double layer (DL) Product
Insulation thickness 130–160 mm
DL – Each 1.2 m package contains inner and outer layser ’’nested’’ inside each other.
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Inner 
diameter

Insulation thickness

170 180 190 200

219 219-90-401 + 219-90-401 + 219-90-401 + 219-100-422SOD +
406-80-557SOD  406-90-583 406-100-596SOD 426-100-622

230 230-90-422 + 230-90-401SOD + 230-100-422SOD + 230-100-422SOD +
 426-80-570SOD  406-90-596SOD  426-90-609 426-100-635SOD

240 240-80-401 + 240-80-401 + 240-100-452SOD + 240-100-452SOD +
406-90-583 406-100-596SOD 457-90-622SOD  457-100-635SOD

245 245-80-401 + 245-80-401 + 245-100-452SOD + 245-100-452SOD +
406-90-583 406-100-609SOD 457-90-622SOD 457-100-648SOD

259 259-80-422SOD + 259-100-453 + 259-100-453 + 259-100-453 +
426-90-569SOD 457-80-622 457-90-635 457-100-661

273 273-80-423 SOD + 273-90-453 + 273-90-453 + 273-100-479 +
426-90-609 457-90-635 457-100-648SOD 479-100-674

289 289-80-453 + 289-80-453 + 289-90-475SOD + 289-110-505 +
457-90-635  457-100-648SOD  479-100-674 508-90-687

295 295-80-453 + 295-80-453 + 295-90-479 + 295-100-505SOD +
457-90-635 457-100-661  479-100-674SOD 508-100-700SOD

305 305-80-472SOD + 305-90-479 + 305-90-479 + 305-100-505 +
479-90-648SOD 479-90-661 479-100-687SOD 508-100-700SOD

324 324-80-479 + 324-90-505 + 324-90-505 + 324-100-525SOD +
479-90-661 508-90-687 508-100-700SOD 533-100-726SOD

356 356-90-531 + 356-90-531 + 356-100-557 + 356-100-557 + 
533-80-700SOD 533-90-713  558-90-739 558-100-752

371 371-90-557 + 371-90-557 + 371-90-557 + 371-90-557 +
558-80-713 558-90-726SOD 558-100-752 558-110-765SOD

406 406-100-609 + 406-100-609 + 406-100-609 + 406-100-609 +
612-70-752 612-80-765SOD  612-90-791 612-100-804SOD

426 426-90-609 + 426-90-609 + 426-100-622 + 426-100-622 +
612-80-765SOD 612-90-791 630-90-804 630-100-830

457 457-90-625SOD + 457-90-625SOD + 457-90-625SOD + 457-90-625SOD +
 630-80-791  630-90-817SOD 630-100-843SOD 630-110-856

479 479-80-625SOD + 479-80-625SOD + 479-80-625SOD + 479-120-713 +
630-90-817SOD 630-100-843SOD 630-110-856 714-80-882SOD

490 490-70-625SOD + 490-110-713 + 490-110-713 + 490-110-713 +
630-100-830 714-70-856 714-80-869 714-90-895

508 508-100-713 + 508-100-713 + 508-100-713 + 508-100-713 + 
714-70-843SOD 714-80-869  714-90-882SOD  714-100-908

533 533-90-708SOD + 533-90-708SOD + 533-90-708SOD + 533-90-708SOD +
714-80-869 714-90-895 714-100-908 714-110-934

558 558-80-708SOD + 558-100-757SOD + 558-100-757SOD + 558-100-757SOD +
714-90-895 762-80-921 762-90-934SOD 762-100-960

612 612-100-805SOD + 612-100-805SOD + 612-100-805SOD + 612-100-805SOD +
 813-70-947 813-80-973 813-90-986SOD 813-100-1012

630 630-90-804 + 630-90-804 + 630-90-815 + 630-90-815 +
813-80-973  813-90-986SOD 822-100-1012SOD 822-110-1025SOD

714 714-100-908 + 714-100-908 + 714-100-908 + 714-100-908 +
914-70-1051 914-80-1077 914-90-1090 914-100-1116

762 762-70-908 + 762-70-908 + 762-70-908 + 762-70-908 +
914-100-1103SOD 914-110-1116SOD 914-120-1142SOD 914-130-1168

813 813-50-908 +
914-120-1155

914

Standard Double Layer solutions supplied as one double layer (DL) Product
Insulation thickness 170–200 mm
DL – Each 1.2 m package contains inner and outer layser ’’nested’’ inside each other.
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Inner 
diameter

Insulation thickness

210 220 230 240

219 219-120-453 + 219-120-453 + 219-120-453 + 219-120-453 +
457-90-635 457-100-661  457-110-674 457-120-700

230 230-110-453 + 230-110-453 + 230-120-472SOD + 230-120-472SOD +
 457-100-648SOD 457-110-674 479-110-687SOD 479-120-713

240 240-110-472SOD + 240-110-472SOD + 240-120-479 + 240-120-479 +
 479-100-661SOD  479-110-674SOD  479-110-700 479-120-726SOD

245 245-110-472SOD + 245-110-472SOD + 245-120-479 + 245-120-479 +
479-100-661SOD 479-110-687SOD 479-110-700 479-120-726SOD

259 259-110-479 + 259-110-479 + 259-120-505 + 259-120-505 + 
 479-100-674 479-110-700 508-110-713SOD  508-120-739SOD

273 273-120-525SOD + 273-120-525SOD + 273-120-525SOD + 273-120-505SOD +
533-90-687SOD  533-100-713SOD  533-110-739SOD 508-120-752

289 289-110-505 + 289-110-505 + 289-120-531 + 289-120-531 +
508-100-713 508-110-726 533-110-752 533-120-765SOD

295 295-110-525SOD + 295-120-531 + 295-120-531 + 295-120-531 +
533-100-713SOD 533-100-739  533-110-752 533-120-778

305 305-110-531 + 305-110-531 + 305-120-552SOD + 305-120-552SOD + 
533-100-726SOD  533-110-739SOD 558-110-765SOD 558-120-791SOD

324 324-110-552SOD + 324-110-552SOD + 324-110-552SOD + 324-140-609+
558-100-739SOD 558-110-765SOD 558-120-778SOD 612-100-804SOD

356 356-120-604SOD + 356-120-604SOD + 356-120-604SOD + 356-130-622 +
612-90-778SOD  612-100-817  612-110-817SOD  630-110-830

371 371-120-609 + 371-120-609 + 371-120-609 + 371-120-609 +
612-90-791 612-100-817  612-110-830  612-120-856

406 406-110-622 + 406-110-622 + 406-110-622 + 406-110-622 +
630-100-830 630-110-843SOD 630-120-869  630-130-882

426 426-100-622 + 426-100-622 + 426-100-622 + 426-140-708SOD +
630-110-843SOD 630-120-869  630-130-882SOD 714-100-908

457 457-130-713 + 457-130-713 + 457-130-713 + 457-130-713 + 
 714-80-882SOD 714-90-895 714-100-921SOD 714-110-934

479 479-120-713 + 479-120-713 + 479-120-713 + 479-120-713 +
714-90-895 714-100-921SOD 714-110-934  714-120-960

490 490-110-713 + 490-110-713 + 490-110-713 + 490-110-713 +
714-100-908 714-110-934 714-120-947SOD 714-130-973

508 508-100-713 + 508-100-713 + 508-120-752 + 508-120-752 +
714-110-934 714-120-960  762-110-973SOD 762-120-999

533 533-110-752 + 533-110-752 + 533-110-752 + 533-110-752 +
762-100-947SOD 762-110-973SOD 762-120-999  762-130-1012SOD

558 558-100-757SOD + 558-120-804 + 558-120-804 + 558-120-804 + 
 762-110-973SOD 813-100-999 813-110-1012SOD 813-120-1038SOD

612 612-100-805SOD + 612-100-805SOD + 612-100-805SOD + 612-150-908 +
813-110-1038   813-120-1051  813-130-1077  914-90-1090 

630 630-90-815SOD + 630-90-815SOD + 630-140-908 + 630-140-908 +
822-120-1051SOD 822-130-1064SOD 914-90-1090 914-100-1116

714 714-100-908 + 714-100-908 + 714-100-908 + 714-100-908 +
914-110-1129 914-120-1155 914-130-1181SOD 914-140-1194

762 762-70-908 + 

813

914

Standard Double Layer solutions supplied as one double layer (DL) Product
Insulation thickness 210–240 mm
DL – Each 1.2 m package contains inner and outer layser ’’nested’’ inside each other.
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Inner 
diameter

Insulation thickness

250 260 270 280 300

219 219-140-505 + 219-140-505 + 219-140-505 + 219-140-505 + 219-140-505 +
508-110-713SOD 508-120-752  508-130-765  508-140-791 508-160-817SOD

230 230-140-505 + 230-140-505 + 230-140-505 + 230-140-505 + 230-150-531 +
508-110-726 508-120-752 508-130-765 508-140-791 533-150-830

240 240-130-505 + 240-130-505 + 240-140-528SOD + 240-140-528SOD + 240-150-552SOD +
508-120-739SOD 508-130-765  533-130-778SOD 533-140-804SOD 558-150-843SOD

245 245-130-505 + 245-130-505 + 245-140-531 + 245-140-531 + 245-150-552SOD +
 508-120-739SOD 508-130-765 533-130-791 533-140-804SOD 558-150-843SOD

259 259-130-525SOD + 259-130-525SOD + 259-140-552SOD + 259-150-557 + 259-150-557 + 
533-120-765SOD  533-130-778 558-130-804SOD 558-130-817  558-150-856

273  273-130-531 + 273-140-557 + 273-140-557 + 273-140-557 + 273-170-609+
 533-120-778  558-120-804  558-130-817 558-140-843 612-130-869

289 289-130-552SOD + 289-130-552SOD + 289-130-552SOD + 289-130-552SOD + 289-160-609 +
558-120-791SOD  558-130-804SOD 558-140-830SOD 558-150-843SOD 612-140-895

295 295-130-557 + 295-130-557 + 295-130-557 + 295-130-557 + 295-160-609 +
558-120-791SOD  558-130-817 558-140-830SOD 558-150-856 612-140-895

305 305-120-552SOD + 305-120-552SOD + 305-120-552SOD + 305-150-609 + 305-150-609 +
558-130-804SOD 558-140-830SOD 558-150-843SOD  612-130-869  612-150-908

324 324-140-609 + 324-140-609 + 324-140-609 + 324-140-609 + 324-150-622 +
612-110-830 612-120-856 612-130-869 612-140-895 630-150-934

356 356-130-622 + 356-130-622 + 356-130-622 + 356-130-622 + 356-180-713+
 630-120-856SOD 630-130-869 630-140-895SOD 630-150-921SOD 714-120-960

371 371-120-609 + 371-130-628 + 371-130-628 + 371-130-628 + 371-170-713 +
612-130-869 630-130-895 630-140-908 630-150-934 714-130-973

406 406-110-622 + 406-150-706SOD + 406-150-706SOD + 406-150-706SOD + 406-150-706SOD + 
630-140-908  712-110-934 712-120-947SOD 714-130-973 714-150-1012

426 426-140-708SOD + 426-140-708SOD + 426-140-708SOD + 426-140-708SOD + 426-140-708SOD +
714-110-921SOD 714-120-947SOD  714-130-973  714-140-986SOD  714-160-1025SOD

457 457-130-713 + 457-130-713 + 457-130-713 + 457-150-757SOD + 457-130-713 +
714-120-960 714-130-973  714-140-999 762-130-1012SOD  715-170-1051

479 479-140-758SOD + 479-140-758SOD + 479-140-758SOD + 479-140-758SOD + 479-140-758SOD +
 762-110-973SOD 762-120-999 762-130-1012SOD 762-140-1038 762-160-1077

490 490-130-752 + 490-130-752 + 490-130-752 + 490-160-804 + 490-160-804 +
762-120-986SOD 762-130-1012SOD 762-140-1025SOD 813-120-1051 813-140-1090

508 508-120-752 + 508-120-752 + 508-150-804 + 508-150-804 + 508-150-804 +
762-130-1012SOD 762-140-1025SOD 813-120-1051 813-130-1077 813-150-1116

533 533-110-752 + 533-140-809SOD + 533-140-809SOD + 533-140-809SOD + 533-140-809SOD +
 762-140-1038  813-120-1051 813-130-1077 813-140-1090  813-160-1129

558 558-130-817 + 558-130-817 + 558-130-817 + 558-130-817 + 558-130-817 +
822-120-1064  822-130-1077 822-140-1116SOD 822-150-1116 822-170-1155SOD

612 612-150-908 + 612-150-908 + 612-150-908 + 612-150-908 + 612-150-908 +
914-100-1116 914-110-1129 914-120-1155 914-130-1168  914-150-1220

630 630-140-908 + 630-140-908 + 630-140-908 + 630-140-908 + 630-140-908 +
914-110-1129 914-120-1155 914-130-1168 914-140-1194 914-160-1233

714 714-100-908 + 714-100-908 +
914-150-1220 914-160-1233

762

813

914

Standard Double Layer solutions supplied as one double layer (DL) Product
Insulation thickness 250–300 mm
DL – Each 1.2 m package contains inner and outer layser ’’nested’’ inside each other.
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For more information, please contact:

Paroc Ltd.  

Technical Insulation
Tel. +44 (0)194 281 4127
Fax +44 (0)870 762 8257
technical.insulation@paroc.com

John Roberts
Sales Manager
mobile +44 (0)781 768 6156
john.roberts@paroc.com

Paroc Oy Ab 
Technical Insulation

P.O.Box 47 (visiting address: Läkkisepäntie 23)
FI-00621 Helsinki, Finland
Tel. +358 46 876 8000
Fax +358 46 876 8002
technical.insulation@paroc.com

Lasse Satka
Business Area Manager
mobile +358 (0) 405 002 385
lasse.satka@paroc.com

Anne-Irene Leino
Sales and Marketing Assistant
mobile +358 (0) 468 768 042
anne-irene.leino@paroc.com
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PAROC OY AB Technical Insulation 
P.O. Box 47, FI-00621 Helsinki, Finland 

Telephone +358 46 876 8000, Telefax +358 46 876 8002 
technical.insulation@paroc.com, www.paroc.com
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A  M E M B E R  O F  P A R O C  G R O U P

The information in this brochure represents the sole and comprehensive description of the condition of 

the product and its technical properties. However, the content of this brochure does not mean granting 

a commercial guarantee. In so far as the product is used in an area of use which is not provided for in 

this brochure, we cannot warrant its suitability for said area of use unless the suitability was expressly 

confirmed by us upon request. This brochure replaces all previous brochures. As a result of constant further 

development of our products we reserve the right to make alterations to brochures.

PAROC and red and white stripes are registered trademarks of Paroc Oy Ab. 

© Paroc Group 2010.


