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TECH Wired Mat MT 4.0 / MD 2 

Characteristic Symbol Unit Quantities and measured values Standard 

Application fields - - 
Insulation of pipe sections, containers, and devices of industrial sites and 
long-distance heating systems. 

- 

Material - - 
Mineral wool labelled RAL (free of any hazardous material) according to 
German Institute for Quality Assurance and Certification and to European 
regulation Nr. 1272/2008 nota Q. 

- 

Thermal conductivity  
T [°C] 50 100 150 200 300 400 500 600 EN 12667 

EN 12939 
ASTM C177 N,P [W/(m·K)] 0,040 0,047 0,055 0,065 0,090 0,124 0,167 0,217 

Specific thermal 
capacity 

cp [kJ/(kg·K)] ~ 1,03 
EN ISO 
10456 

Length related air flow 
resistance 

r [kPa·s/m²]  35 (mineral wool)  EN 29053 

Thermal behaviour - - 
Maximum service temperature: 600 °C. 
From 150 °C the binder starts to volatilise. 

EN 14706 
AGI Q 132 

Fire behaviour - - 

Non-combustible, euroclass A1.  
Non-combustible DIN 4102-A1, P-MPA-E-99-512. 

Melting point  1,000 °C according to DIN 4102, part 17. 
Non-combustible according to IMO resolution MSC.61(67)-(FTP code), 
IMO MSC/Circ. 1120.  
Accredited for ship buidling according to EC-type examination certificate 
nb. 114.378.  
FSI (Fire Spread Index) = 0 and SDI (Smoke Devlelopment Index) < 20 
according to ASTM E84. 

EN 13501 
DIN 4102  

IMO 
ASTM E84 

Chemical behaviour - - 

AS quality (chloride content ≤ 10 ppm). 
Free of corrosion supporting materials. 
Low sulphide content. 
Water-repellent. 
Silicone free: free of lacquering disturbing substances. 

AGI Q 132 

VW PV 
3.10.7/3.2.1 

Water vapour diffusion 
resistance factor 

 - ~ 1 (mineral wool) EN 12086 

Wire mesh - - 

Mineral wool mats are stitched on one side with galvanized wire on 
galvanized wire mesh. 
TECH Wired Mat MT 4.0 X: Mineral wool mats with stainless steel wire. 
TECH Wired Mat MT 4.0 X-X: Mineral wool mats with stainless steel wire 
and stainless steel wire mesh. 
TECH Wired Mat MT 4.0 / A: Mineral wool mats with aluminium facing.  

- 

Insulating material 
identification number 

- - 
Insulating material for industrial sites according to AGI Q 132.  
Identification number: 10.01.02.30.08. AGI Q 132 

Quality control - - 
CE marked 
Registration number: 011-6V054 

EN 14303 
VDI 2055 
Keymark 

Designation code - - MW-EN 14303-T2-ST(+)600-WS1-CL10 EN 14303 

Miscellaneous - - ISOVER is certified according to EN ISO 9001 and EN ISO 14001. - 
 

Delivery forms 

Thickness 

(mm) 

Width 

(mm) 

Length 

(mm) 

m²/ 

pack* 

Packs*/ 

palette 

m²/ 

palette 

Thickness 

(mm) 

Width 

(mm) 

Length 

(mm) 

m²/ 

pack* 

Packs*/ 

palette 

m²/ 

palette 

30 500 8,000 4.00 45 180.0 80 500 4,000 2.00 40 80.0 

40 500 8,000 4.00 40 160.0 90 500 4,000 2.00 30 60.0 

50 500 5,000 2.50 45 112.5 100 500 4,000 2.00 30 60.0 

60 500 5,000 2.50 40 100.0 120 500 4,000 2.00 20 40.0 

70 500 5,000 2.50 40 100.0       

Further dimensions available on demand. Minimum order quantities required. 
Mineral wool mats with stainless steel wire and/or stainless steel wire mesh are only available on demand. Mineral wool mats 

with aluminium facing also available on demand. 
*1 pack = 1 roll 
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