
 

 

DISCLAIMER 

De omschreven toepassingen en 

aanbevelingen zijn zo correct mogelijk 

weergegeven maar zijn vrijblijvend en bieden 

geen garanties. Bij twijfel over toepassing of 

verwerking zelf een test uitvoeren of contact 

met ons opnemen. We behouden ons het 

recht om zonder kennisgeving vooraf, 

productgegevens te wijzigen. 

ISULATION / ABSORPTION 

SONODAMP S60P – sandwich panel 
 

 

 Sound insulation & absorption 

Performance RW 35 dB 

αW 1.00 

Thickness 60 mm (and from 50 to 240 mm) 

Dimension panel width 1000 mm 

lengths up to 25.000 mm 

different length/width and cut-outs possible 

Weight 15,3 kg/m² 
 

 

 

Product description Sonodamp is a self-supporting sound-insulating and sound- absorbing sandwich panel constructed of: 

- 0,6 mm steel plate S320 (outside) with S-lined profiling, galvanized Z275 and with a 50 m 

polyurethane coating as standard, in standard colors according to RAL 9002 

- Continuously glued non-combustible stone wool cut at right angles  

- 0,6 mm perforated R3T5 steel plate S320 (perforation degree 32,7%), galvanized Z275 and 

provided with a  25 m polyester coating in standard corresponding to color RAL 9002   

Properties - Very high sound insulation and very good sound absorption properties 

- Excellent thermal properties 

- Suitable for outdoor and indoor use 

- Easy assembly 

Application Noise barriers, enclosures, cabins, interior walls and coulisse 

Processing Panels can be used both vertically and horizontally 

Equipped with a tongue/groove (male-female) connection system 

Can be cut to size with a jigsaw (fine teeth), hand circular saw 

The panels can be attached to the construction with self-drilling screws 

Minimum fastening per panel: 2 screws per horizontal surface, minimum 2 surfaces, total min. 4 

screws/panel. The self-drilling screws of min. ø 5.5 mm must be fitted with washer with sealing rubber 

min. ø 16 mm. General installation and maintenance instructions on request 

Sonodamp profiles can be supplied in the colour of the panel for finishing the bottom, top and end 

edges of the panels. Inner and outer corner profiles are available in colour for corner configurations of 

panels. 

Version - Panel thickness standard 60 and 100 mm, on request: 50, 80, 120, 150, 200 and 240 mm 

- Stock L 2500, 3000 and 4000 mm, from 4 till 25 meter on demand 

- Alternative version: stainless steel AISI 304; S350 GD + Z275; AL Zn 180 

- Standard color RAL 9002; other colors (see page 2) on demand  

- Width: panel width 1014,5 mm and working width 1000 mm 

- ISOPARTNER can put panels to desired length and width and with recess  

- Tolerances: +/- 2,0 mm on thickness and width, length ≤ 3000 mm is +/- 5,0 mm;  

length > 3000 mm is +/- 10,0 mm 

- Outer plate also available on request in microlined profiling or without profiling 
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Performances  

Frequency (Hz) 125 250 500 1000 2000 4000   

Absorption αS 0,30 0,78 1,02 1,00 1,03 0,99 αW 1,00 / NRC 1,00 

Damping R(dB) 21,5 26,0 31,7 37,2 33,5 46,0 RW 35,0 (C,Ctr; -2,-4) 
 

 

Colors Outside               : standard colours RAL 9002 and RAL 7016, other colours see below 

Perforated side   : RAL 9002 (7021 on request) 

colours are according to RAL colour; colour deviations between panels are not considered defects if 

they only insignificantly influence the general optical impression of the object to be built. For colour 

tolerance, EN13523 is followed and directive IFBS. Colour deviations between panels, fitting elements 

such as doors, shutters, grilles are unavoidable 

RAL 1015  RAL 3000  RAL 3009  RAL 5010  RAL 6005 

 

RAL 6011 

         
  

RAL 6020  RAL 7016  RAL 7021  RAL 7035  RAL 7037  RAL 8004 

         
  

RAL 8011  RAL 8012  RAL 9002  RAL 9006 

 

RAL 9007 

 

RAL 9010 

         
  

Alu Zink  

 

 

 

 

     
 

 

 

 

 

 


