
 

 

DISCLAIMER 

De omschreven toepassingen en 

aanbevelingen zijn zo correct mogelijk 

weergegeven maar zijn vrijblijvend en bieden 

geen garanties. Bij twijfel over toepassing of 

verwerking zelf een test uitvoeren of contact 

met ons opnemen. We behouden ons het 

recht om zonder kennisgeving vooraf, 

productgegevens te wijzigen. 

SOUND ABSORPTION 

SONOSORBER AC - sound-absorbing ceiling and wall element 
 

 

 Versions white, grey, black  

with smooth top layer 

optionally with photo print 

Dimensions Standard dimensions 

2400 x 1190 mm 

1190 x 1190 mm 

1190 x 600 mm 

Free 2D-form 

thickness 40 mm 

Lighting optionally fitted with LED spotlights 
 

 

 

Product description SonoSorber AC is a sound-absorbing frameless (freely suspended) ceiling island or wall element 

composed of a synthetic wool (polyester wool) made of thermally bonded polyester fibres from recycled 

PET bottles. It has a smooth surface on both sides and can be printed with a photo print or in solid colour. 

Other sizes and thicknesses available on request. 

Properties - Excellent sound absorption  

- Elastic and dimensionally stable 

- Sustainable because 100% recyclable 

- No chemical binders, skin-friendly and allergy-friendly  

- Resistant to moisture (Um 1.02% DIN 52620), UV, cleaning, pests, dust mites, mould  

(in accordance with DIN IEC 68) 

- Oeko-Tex Standard 100 certified 

- Fire classification: DIN EN 13501 B-s1,d0  

     B1 in accordance with DIN 4102 part 1 

Use Production environments, warehouses, dispatch areas/rooms, offices, schools, care centres, public 

buildings, etc. 

Assembly Use on ceiling: adjustable steel cable system in industrial or design version, chains or (adjustable) hooks.  

Use on wall: wall brackets or steel cable via ceiling mounting. 

For direct use on ceiling or wall:  

- high-tack sealant, such as Zettex MS 70 High Tack (consumption 7.5 m / 290 ml tube, recommended 

in lines every 30 cm). Zettex Type MS 70 High Tack is suitable for concrete or wooden surfaces. For 

other surfaces, ISOPARTNER recommends performing a test beforehand.  

- using screws and washers 

Fixing materials are available from ISOPARTNER. 

Cleaning Dust can be cleaned using a duster or vacuum cleaner. 

If slightly soiled, carbonated mineral water can be applied to the soiled area and gently wiped off with a 

sponge. If the degree of soiling is greater, an upholstery cleaner can also be applied and then wiped off 

with a sponge. 
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Type                                                           Hz / αp 125 250 500 1000 2000 4000 αw 

SonoSorber AC40 white  0.20 0.45 0.75 0.95 1.00 1.00 0.75 

SonoSorber AC40 white + 400 mm air gap 0.55 0.90 0.85 0.95 1.00 1.00 0.95 

SonoSorber AC40 grey/black + 400 mm air gap 0.60 0.90 0.85 1.00 1.00 1.00 0.95 
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SonoSorber AC40 white

SonoSorber AC40 white + air gap

SonoSorber AC40 grey and black
+ air gap

in accordance with EN ISO 354 

 


