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All physical and mechanical values are averages based on standard production and tested according to internal 
procedures. The typical values are given for guidance. The figures can change dependent on the test methods used. 
If a particular value is of prime importance for a specification, please consult Promat Technical Department.

PROMASTOP®-CC
Fire stopping coating
Technical data sheet

General description
PROMASTOP®-CC is a water-based ‘hybrid’ fire stopping 
coating. It combines the positive qualities of intumescent and 
ablative coatings. In the field of fire stopping penetrations, 
PROMASTOP®-CC provides reliable protection against the 
spread of smoke, fire and heat due to its foaming effect and 
simultaneous formation of a hard and solid char. 

Fields of application
PROMASTOP®-CC is a fire stopping coating for services 
in walls and floors. It is designed for use with single cables, 
cable bundles, combustible and non-combustible pipes, fire 
dampers and also insulated ventilation systems to prevent 
the spread of smoke, fire and heat. There is also an EN-test 
for PROMASTOP®-CC to prevent fire from spreading along 
cables and cable bundles.

System advantages / customer benefit
•	 Suitable for use in damp rooms (i.e. high humidity levels, 

splashing water, etc.)
•	 Excellent adhesive properties
•	 Minimal section insulation for all cable groups

Test certificate / approval
•	 EN1366-3/4
•	 EN13501-1/2
•	 ETAG 026-2
•	 EN ISO 10140-2
•	 EN ISO 717-1
•	 EN 50266-1-1: 01 and 2-2: 01
•	 IEC 60331-11: 02 and 21: 01

Packaging
•	 12,5 kg plastic buckets
•	 44 buckets/palett
•	 550 kg/palett
Subject to change.

Storage requirements
•	 Store in cool and dry conditions: 3°C - 35 °C
•	 Shelf life of original sealed containers at least 6 months
•	 Once opened, containers should be finished swiftly

Safety instructions
•	 Please refer to the safety data sheet for additional advice

Technical data and properties

applied by brush

Colour light grey

Consistency liquid

Density 1,5 ± 0,2 g/cm3

Use category Class X

Reaction to fire Class E

VOC Content 0 g/l

Expansion temperature approx. 190 °C



For all other Promat addresses, please visit www.promat-international.com.

Slovenia, SEE Management
Promat d.o.o.
Kidričeva 56b
4220 Škofja Loka
T	 + 386 4 51 51 451
F	 + 385 4 51 51 450
E	 info@promat-see.com
www.promat-see.com

Bulgaria
Branch office of Promat d.o.o. Slovenia
Aleksandar Zhendov 6
1113 Sofia
M	+359 888 14 38 85
M	+359 878 81 51 05
E	 info.bg@promat-see.com
www.promat-see.com

Croatia, Bosnia and Herzegovina
Branch office of Promat d.o.o. Slovenia
Samoborska 91
10090 Zagreb
T	 +385 1 349 63 24
F	 +385 1 379 41 54
E	 info.hr@promat-see.com
www.promat-see.com 

Hungary
Branch office of Promat d.o.o. Slovenia
Pirosrózsa u. 32.
1163 Budapest
T	 +36 1 317 58 91
E	 info.hu@promat-see.com
www.promat-see.com

Romania
Branch office of Promat d.o.o. Slovenia
Str. Vulturilor Nr. 98, 5th Floor
030857 Bucharest
T	 +40 31 224 01 00
F	 +40 31 224 01 01
E	 info.ro@promat-see.com
www.promat-see.com

Serbia, Macedonia, Montenegro, 
Kosovo
Branch office of Promat d.o.o. Slovenia
Kopaonička 18
18000 Niš
T	 +381 18 4 530 297
M	+381 64 61 39 763
F	 +381 18 4 230 570
E	 info.rs@promat-see.com
www.promat-see.com

Slovakia
Branch office of Promat d.o.o. Slovenia
Pražská 2
949 11 Nitra
T	 +421 377 729 165
E	 info.sk@promat-see.com
www.promat-see.com
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