STANDARD

BLINDNIETE
FLACHRUNDKOPF (~ DIN EN IS0 15977)

BLIND RIVETS
DOMED HEAD (~ DIN EN IS0 15977)

RIVETS AVEUGLES
TETE PLATE (~ DIN EN1S0 15977)

Fmax

D2 | D1 )i d

Aluminium AIMG 2,5 Stahl verzinkt
Aluminium AIMG 2,5 Steel zinc plated
Aluminium AIMG 2,5 Acier zingué L k P
32,4 mm ;

T Mo R Cho= SRS TS ) (e
D1=24+008/-0,1 mm o F-Max B
D2=50+0/-07mm 24x40mm  84mm  05-20mm 7070124400 1000 10000
k=0,7+/-015mm 24x60mm  104mm  2,0-40mm 7070124600 1000 10000
d=145mm 24x80mm  124mm  40-60mm 7070124800 315N 355N 1000 10000
P=>27,0mm

24x100mm  144mm  60-80mm 7070124100 1000 10000
L=+1,0/-02mm

2,4%12,0 mm 164mm 8,0-100mm 7070124120 1000 10000

2,5mm

@3,0mm ! - =
D1=3,0+008/-0,1 mm ?iﬂ F-Max Cheove= £t %

2

D2=6,5+0/-07mm 30x40mm  84mm  05-15mm 7070130400 1000 10000
k=08 +/-0,15mm 30x50mm  94mm  1,0-25mm 7070130500 1000 10000
d=175mm 30x60mm  104mm  1,5-35mm 7070130600 1000 10000
P=227,0mm

3,0x7,0mm 11,4 mm 3,0-50mm 7070130700 1000 10000
L=+1,0/-02mm

30x80mm  124mm  35-55mm 7070130800 1000 10000
3,1 mm

30x10,0mm  144mm  55-70mm 7070130100 620N 810N 1000 10000

30x120mm  164mm  7,0-90mm 7070130120 1000 10000

30x140mm  184mm  9,0-11,0mm 70701 30140 1000 10000

30x160mm  204mm  11,0-130mm 70701 30160 1000 10000

32x180mm  224mm  130-150mm 70701 30180 1000 10000

30x200mm  244mm  150-17,0mm 70701 30200 500 5000
0 3,2 mm erjD p—
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D1=32+008/-0,1 mm N 3 S ==
D2=65+0/-0,7mm 32x40mm  89mm  05-15mm 7070132430 1000 10000
k=08+/-015mm 32x50mm  99mm  10-25mm 7070132500 1000 10000
d=175mm 32x60mm  109mm  1,5-30mm 7070132600 1000 10000
P=>27,0mm

32x80mm  129mm  30-50mm 7070132800 1000 10000
L=+1,0/-02mm

" 32x100mm  149mm  50-70mm 7070132100 1000 10000

CeSsss=<s9 3,3mm

32x120mm  169mm  7,0-90mm 7070132120 760N 980N 1000 10000

32x140mm  189mm  90-11,0mm 7070132140 1000 10000

32x160mm  209mm  11,0-130mm 7070132160 1000 10000

32x180mm  229mm 130-150mm 7070132180 1000 10000

32x200mm  249mm  150-17,0mm 7070132200 500 5000

3,2x 25,0 mm 299 mm 17,0-22,0mm 70701 32250 500 5000

Anderungen vorbehalten Subject to modifications Sous réserve de modifications
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